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Wall mounting brackets

Features
» Wall-mounting brackets without subsequent
drilling and welding.

Product Description

Wall mounting brackets made of steel or

stainless steel.

« Surface: wall mounting brackets; Steel: Zinc
plated.

» Wall mounting plates stainless steel: 1.4301
blank.

Technical Data
« Technical drawings can be found at
www.haewa.com

Scope of Delivery
+ 1 set consisting of 4 brackets with mounting
hardware.

Note

Mounting lugs with 40 mm wall distance
enable a trouble-free cable routing between
enclosure and wall to the cable insertion plate
of the enclosure.

Description

Wall mounting brackets
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Wall distance Material suitable for Order No.
mm inch
SN stainless steel 1-door, SN
6 0.24  Stainless steel stainless steel 2-door and SN 0351-9066-03-00
stainless steel EMC
SN enclosure single door,
12 0.47 Steel SN enclosure 2-door and SN 3080-9066-05-03
enclosure EMC
SN enclosure single door,
40 1.57 Steel SN enclosure 2-door and SN 3080-9066-06-03

enclosure EMC
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Wall mounting brackets

Features Technical Data
» Wall-mounting of terminal boxes and SN-mini + Technical drawings can be found at
enclosures. www.haewa.com
Product Description Scope of Delivery
Wall mounting brackets made of steel or * 1 set consisting of 4 brackets with
stainless steel. attachments.
« Surface: wall mounting brackets steel:
galvanised.
= Wall mounting plates stainless steel: 1.4301
blank.
Description Wall distance Material suitable for Order No.
mm inch
6 0.24  Stainless steel Terminal box D =100 mm/3.94“ 0351-9066-03-00
SN-Mini, Terminal box D = 80
mm/3.15%, Terminal box D =
12 0.47 Sheet steel 100 mm/3.94", Terminal box ~ 3080-9066-05-03
D=120 mm/4.72" and Keypad
Wall mounting brackets enclosure
SN-Mini, Terminal box D = 80
mm/3.15%, Terminal box D =
40 1.57 Sheet steel 100 mm/3.94, Terminal box ~ 3080-9066-06-03

D=120 mm/4.72" and Keypad
enclosure
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